GIRDER DIM. DIM. DIM. DIM.
HEIGHT AT g L * vy

(mm) (mm) (mm) (mm) (mm)

710 330 145 240 58

95 380 250 345 85

1145 445 350 445 59

1370 505 450 545 109 7

m

1370W 535 450 545 109 =

DIM.

150 3
: 38 mm RADIUS

X

DIM.

C 250 x 23 FOR 710 mm BEAMS
C 310 x 31 FOR 915 mm BEAMS
MC 460 x 64 _FOR 1145 mm,
1370 mm & 1370W mm BEAMS

OR ALTERNATE MADE FROM 10 mm PLATE

K

<— 10 mm PLATE

SECTION THRU ALTERNATE DIAPHRAGM

*DIM "X" = 65 mm FOR ALTERNATE PLATE DIAPHRAGM

CORE 35 mm ¢ HOLES IN WEB
(HOLES SHALL MISS
EXIST. BAR STEEL.)

90 mm x 90 mm x 14 mm
PLATE WASHER

M22 HIGH STRENGTH BOLTS
WITH HEX.NUT & TWO WASHERS.

EXTERIOR GIRDER
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INTERIOR GIRDER

PART TRANSVERSE SECTION AT DIAPHRAGM

90 mm x 90 mm x 8 mm
PLATE WASHER

— CORE 35 mm ¢ HOLES IN WEB

(HOLES SHALL MISS

M22 HIGH STRENGTH BOLTS

WITH HEX. NUT, TWO WASHERS
AND A 90 mm SQUARE x 8 mm
PLATE WASHER ON SLOTTED SIDE.

(FOR EXTERIOR GIRS. & STAGGERED DIAPHRAGMS)

(FOR_CONTINUOQUS LINE OF

PLATE

DIAPHRAGMS)

M22 HIGH STRENGTH BOLTS
WITH HEX. NUT, TWO WASHERS
AND 90 mm x 90 mm x 8mm

DETAIL B

24 mm x 55 mm LONG
HOLE (TYP.)

SLOTTED

EXIST. BAR STEEL.)

24 mm x 55 mm SLOTTED HOLES
IN ANGLE

\ CENTER OF DIAPHRAGM

WASHERS.

DIM."B"
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\—L 152 X 152 X 9,5/

BEAM FACE

\J SEE DETAIL B
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28 mm ¢ HOLES
IN' CHANNEL
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DIAPHRAGM FACE

DIAPHRAGM SUPPORT

24 mm x 55 mm LONG
/SLOTTED HOLE (TYP.)

STATE PROJECT NUMBER

NOTES

ALL DIAPHRAGM MATERIAL AND CORED HOLES SHALL BE PAID FOR
AT THE UNIT PRICE BID FOR"STEEL DIAPHRAGM", STRUCTURE, EACH.

EACH DIAPHRAGM BETWEEN GIRDERS SHALL CONSTITUTE ONE UNIT.

ALL DIAPHRAGM STRUCTURAL STEEL SHALL BE ASTM A70SM GRADE 250.
ALL BOLTS, NUTS AND WASHERS SHALL BE ASTM A325M TYPE L

ALL DIAPHRAGM STRUCTURAL STEEL SHOWN SHALL BE HOT-DIPPED
GALVANIZED. ALL BOLTS, NUTS AND WASHERS SHALL BE HOT-DIPPED
GALVANIZED IN ACCORDANCE WITH ASTM AI153 CLASS C. GALVANIZED NUTS
SHALL BE TAPPED QOVERSIZE IN ACCORDANCE WITH THE REQUIREMENTS OF
ASTM A563M AND SHALL MEET THE REQUIREMENTS OF SUPPLEMENTARY

REQUIREMENT S1 OF ASTM A563, LUBRICANT AND TEST FOR COATED NUTS.

NO. | DATE REVISION BY

STATE OF WISCONSIN
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